
g eneral data:
luminaire body: a luminum
mounting  type: on the pole Ø60/100mm,

Ø76/100mm
ing ress protection IP: 65
operating  temperature
rang e: from -40° to +40°

lifetime L80B10: 100 000h
impact protection IK: 06

electrical data:
nominal voltag e: 220-240V AC
nominal frequency: 50-60Hz
luminaire nominal
power: 75W

protection c lass : I
connection: wire3x1mm² (5x0,75mm² for DALI)
wiring : standard
dimming : ON-OFF, DALI
power supply: inside the luminaire

optical data:
optica l system: lens
materia l: PMMA
lig ht emission: direct
lig ht distribution: asymmetrica l

lig hting  data:
lig ht source: LED
luminous flux from
luminaire : 9932lm

luminous efficacy from
luminaire: 116lm/W

colour temperature: 3000K, 4000K
colour rendering  index: CRI>80
colour tolerance SDCM: SDCM<3
tolerance of luminous
flux: +/-10%

pole: not include

Blobfish is a  luminaire with hig h luminous effic iency. An excellent solution for lig hting  outdoor areas such as sports fields,

BLOBFISH
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Blobfish is a  luminaire with hig h luminous effic iency. An excellent solution for lig hting  outdoor areas such as sports fields,
tennis courts, g olf courses, etc .. Suitable for mounting  on a  pole with a  diameter of Ø60/100mm, Ø76/100mm. It has a
mounting  for pressure screws. Luminaire head desig ned in such a  way as to a llow free flow of water throug h its ventilation
holes. This type of desig n a llowed for better cooling  of the LED modules, ensuring  better performance.
Photometric body

E- elctronics
0- On- Off
D- DALI

C - colour

L - beam angle:
02 - asymmetrica l
03 - street lig ht
04 - park lig ht

Cata logue code Luminaire light flux Power Effectiveness Color temperature CRI/RA Weight Dimensions Box dimensions
9256.03ELC 9535lm 7 5W 132lm /W 3000K ≥80 9,0kg Ø7 6/100m m  po le  m o unt 57 0x37 0x130m m
9256.04 ELC 9932lm 7 5W 132lm /W 4 000K ≥80 9,0kg Ø7 6/100m m  po le  m o unt 57 0x37 0x130m m
9257 .03ELC 9535lm 7 5W 132lm /W 3000K ≥80 9,0kg Ø60/100m m  po le  m o unt 57 0x37 0x130m m
9257 .04 ELC 9932lm 7 5W 132lm /W 4 000K ≥80 9,0kg Ø60/100m m  po le  m o unt 57 0x37 0x130m m

Creation Date: 28.07.2026 
We reserve the rig ht to chang e, at any time and without prior notice the technical specifications provided on the card. The color options of the finishes presented in the catalog  may differ from the actual ones. Lig ht flux tolerance +/- 10% 
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